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DETAILS 
Type:  Acry l ic ,  Water-Based,  1K 

Use:  Inter ior  & Exter ior  F loor  

F in ish:  Gloss  

Surface:  Mortar/Concrete/Asphalt  

Method:  Brush /  Rol ler  

Paint ing Interval  (23°C) :  3  hrs .  

Walk-able:  8  hrs .  

Ful ly  Cured:  2  days 

Performance in  Durabi l i ty :  1  -  4  yrs .  

Coverage:  88  m2  /  15  kg  can /  coat  

Coverage:  24  m2  /  4  kg  can /  coat



DESCRIPTION 
MIZUKEI  BOUJINTEX ALPHA is  a

one-component,  water  based,  hard

type acry l ic  f loor  paint  that  can be

appl ied on mortar ,  concrete,  and

asphalt  surfaces.  Mizutani  Paint

invented a  specia l  self-crossl inking

secret  formula  that  creates a

tough f i lm.  An eco-fr iendly  and

easy to use coating that  provides

protection against  contaminat ion

and changing weather  condit ions.

Appl icable  for  indoor  and outdoor

use.  

MIZUKEI  BOUJINTEX ALPHA is  a  one

of  a  k ind product  that  exhib its  true

Japanese qual ity  innovations.  

FEATURES & 
ADVANTAGES 
1 .  A lpha cross- l inking –  protection 

against  stain  and contaminat ion.  

2 .  Quick dry  –  eff ic ient .  

3 .  One component –  economical ,  

easy appl icat ion by  brush or  ro l ler .  

3 .  Water  based –  eco-fr iendly ,  

re leases low odor ,  prevents danger  

of  f i re  or  solvent  intoxicat ion.  

4 .  Weather  Resistant    

USE 
MIZUKEI  BOUJINTEX ALPHA is  

suitable  for  an indoor  or  outdoor  

store,  hal lway,  staircase,  lobby,  

restaurant ,  off ice,  c lassroom,  and 

general  factory  or  warehouse.


